Petroleum Quality Analysis System-Enhanced (PQAS-E) Component of End Items (COEI) List

COEI Item ‘

Nomenclature

Notes

automotive-aviation fuel
(Model: Emcee Electronics
Micro-separometer™)

34 Colorimeter, comparative 6630-01-564-8786 1319528 43AS7
(Model: Lovibond®
PFx195)

Replaced by | Colorimeter, comparative 6630-01-564-8786 1371959 3RGK7 NSN
(Model: Lovibond® Pfxi remains
195/2i, same

46 Tester, demulsibility, 6630-01-661-3756 140-00-0010 23299 CAGE code
(Model: Micro- remains
separometer™) same

Replaced by | Detector kit, water, 6635-01-070-1426 1140 23299

Fi

76 and -23P

59, Item 1

Generator set, diesel
engine

6115-01-588-7024

VSGPM25SL

55 Drill-driver, electric, 5130-01-459-6055 DCD940KX 07429
portable

Replaced by | Drill-driver, electric, 5130-01-668-5853 DCD980M2 07429
portable

1K1F3

CAGE code
remains
same

Correct NSN

96 and -23P | Meter, density, digital 6635-01-564-6005 DMA 4500 OFW58
Fig 45, Iltem 18
Replaced by | Meter, density, digital 6635-01-570-8762 DMA 4500M * See note

137

138

Boot wall, command post
system, modular

Shipping and storage
container, miscellaneous
equipment

8340-01-685-2782

8145-01-525-0332

4310-01-582-2273

12624563

AL3018-0902

2546B-01

*Note: The replacement meter, NSN 6635-01-570-8762, requires one vehicular stowage tray, NSN 2540-01-687-
9183, PN RIA156806, CAGE code 19204 (for the lower tray assembly) and one vehicular stowage tray, NSN 2540-01-
687-9178, PN RIA156803, CAGE code 19204 (for the upper tray assembly).

19207

|

11214

|

ONCC5

New NSN

Removed
from COEI

New NSN

172 and -23P,
Fig 43, ltem 23

Vacuum pump unit, rotary

|

E

DIL Item 81

Phosphate buffer solution

6550-01-586-3219

5808.20-32

Bll ltem 11 and | Cartridge, toner 7510-01-603-2937 CE285A 28480 CAGE code
EDIL Item 28 remains
same
Replaced by | Cartridge, toner 7045-01-663-4629 CF217A 28480

0V553

R

eplaced by

Phosphate buffer solution

6810-01-671-2224

5808.20-32

4TCW6
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