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OK, yOu’ve gOt
the M2 machine
gun…

Want to know
which mount
goes with
which
machine gun?
See Pages
27-35!

…but where’s
the carriage
and cradle?

Walk the Line

A quick look
at a few
vehicles gets
everyone’s
attention. So
get the ball
rolling with
these critical
checks…

I wonder how
long it’s been since
anyone checked
that differential?
it lOoks daMp.

Fan Belts
Yeah, yeah. Everyone knows they’re supposed to check
the belts, but who does it on a regular basis?
Check the belts and chances are you’ll find some
loose or damaged ones. That causes overheating,
power loss, and wear-and-tear on the engine.

Fluids
Engine oil and hydraulic and radiator fluids are the
lifeblood of any vehicle. But over time, oil loses its
ability to lubricate and clean. Dirty oil accelerates wear
on bearings, gears and other expensive moving parts.
Look around. Are operators allowing a cooldown period before shutting down their vehicles?
Without it, moisture condenses in the hydraulic
reservoir as the engine and hydraulics cool.
CheCk the hYdrauliC ReservOir VAlves to Ensure
they were bled. Look for any crud or
water that flows out.

Low-Use Equipment
Makes sense that low-use equipment lasts longer than
equipment run every day. But that’s not always true,
especially for vehicles kept outside.

Uh-Oh! what’s
the motor
sergeant
dOinG under
mY HMMwv?

Running a vehicle ten hours a month is actually harder
on it than ten hours a day. That’s because moisture
condenses and ends up in the oil. Water reacts with oil
to form sludge and acids, and the result is
accelerated engine wear.
The only way to get rid of
the oil and filter. Bottom
ask your motor sergeant
checks and services

this crud is to change
line is you’ll want to
if low-use equipment
are being done.

The truth is, Soldiers who see you with your
head under the hood know you mean business.

Motor sergeants,
XOs and commanders,
when was the last time
you walked the line?
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That’ll give ‘em something to talk about
while they’re sipping the morning coffee!

The line of
vehicles in your
motor pool,
that is.
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yEp! there’s a Leak
aLl right! GotTa get
Sergeant CHApman
to CHeck thiS OUt.
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COMBAT

Booming!

RS
s Keep Your ML
Fuel Pumps!
s Don’t Mix Up
placing
Re
s Not So Fast
Fuel Cap!

s Watch Out for

!
Wrong-Way Winch
r
fo
g
in
ch
s Sear
Service Kits
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Keep Your MLRS

• Hydraulic fluid. Too many MLRS

Check hydraulic
fluid weekly

units check the hydraulic fluid
rarely… if at all. If the fluid gets too
low, the launcher will move erratically
or not at all. During your weekly
PMCS, give the sight glass a glance.
It should read GOOD. If it doesn’t,
tell your repairman so he can add
fluid. Any time the launcher moves
strangely, check the hydraulic fluid
before anything else. That could save
troubleshooting time.

Booming!
What’s the
matter,
buddy? Why
aren’t ya
firing?

• Hoist cables. Keep an eye on the

my crew
didn’t Do PM
this week.

C rewmen, your MLRS is a powerful weapon that can quickly rain down the hurt on
C
the enemy. But don’t let your MLRS down by not keeping up with PM. You can make
sure your next fire mission is a booming success by following these tips:
• Exercise. Just like PT does your body good, your MLRS does a lot better when
exercised. If it sits idle for too long, the batteries run down, the rollers on the booms
freeze, and the hydraulic fluid turns to gunk, among other things. Exercising the
launcher during weekly PMCS can help avoid many problems.
• W19 and W20 cables. These
cables often are broken during
Fully unlock
reloads because Soldiers get in
W19 and
a hurry and yank on them. That
W20 cables
before
extinguishes firing. The proper
removing
way to disconnect them is to
them
completely unlock the cables’
connectors and then pull straight
back on the connector. Do not pull
on the cable–that breaks wiring.
After travel, clean the W19 and W20 connectors with compressed air and a
soft brush. If the connectors are plugged, you get non-existent faults for major
problems, which can waste troubleshooting time.

PS 773
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metal cables. Look for fraying, tears,
bends or any signs the cable is failing.
If it breaks during operation, you may
have to replace the hoist drum. Plus,
when the cable snaps, it could whip
out and injure someone.

Don’t
ignore
your
cables
or
they’ll
let you
down!

Check
hoist cables
for fraying,
tears or bends

Push button or
test equipment
won’t work

• Test equipment. When you hook up

test equipment to the slave receptacle,
don’t forget to push the button at the
bottom of the receptacle. Otherwise,
the equipment won’t get power.

PS 773
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• Jury struts. First of all, use them anytime

Make sure
jury strut limit
switches are
clean

you’re working under the launcher. They
keep the launcher from falling on you.
Pay attention to the jury strut limit
switches, too. If they get too dirty, they’ll
indicate the jury struts are installed when
they’re not. Wipe off gunked up limit
switches with a clean rag.

• Travel lock. To unlock the travel lock you must remember to turn off all the power

first. Otherwise the MLRS will try to lock itself back in place. If that happens, the
ratchet extension gets jerked from your hand, which could injure you.
• Inspection.

• Boom racks and gear teeth. Check

weekly for grease. If they’re not
lubed regularly, they jerk going in
and out, which damages the W75
and W76 cables. Use GAA to lube
the booms.

When your
MLRS is
ready for its
semiannual
inspection,
clean it first.

if it’s caked
with mud,
things like
cracked welds
or frayed
cables will be
impossible to
spot.

Check weekly for grease

the nExt
WEek…

You
must be
feeling
good
today!

oh yeah! it’s
Amazing what
PM will do!

PS 773
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M2/M3-Series Bradleys, MLRS Carrier…

Don’t Mix Up Fuel Pumps!
what’s WRonG?
YoU LoOk like
yOu’re ABout to
brEAk DowN!

w

hile fuel pumps
might all look the
same, that doesn’t
mean you can just
stick any ol’ fuel
pump into a Bradley
or MLRS engine.
install the wrong
fuel pump and you’re
in for some big fuel
flow problems!
Even if you think you
have the right pump,

double-check
to make

absolutely sure
before installing it.
here’s How!

There are
three other
engine/PT pump
combinations
still available
in the supply
system.

All three are

ob solete !
Do not use any
of these on
vehicles in the
Army fleet:
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{WHeeeze}
someboDY musta
{gaAssp} Used
the {hHhnn}
WRONg FueL
PuMp!

• The Bradley’s 600 HP reduced white smoke

engine, NSN 2815-01-423-0929, uses the
pressure time (PT) fuel pump, NSN 2910-01432-0373.
To make sure you have the right engine and
PT pump already installed, compare the codes.
The engine data plate will have a control parts
list (CPL) code of 3045. Next, check the metallic
blue data plate on top of the fuel pump housing.
It should have a code of EA01. If the two codes
match up, your Bradley has the right engine/PT
pump combination.
• The MLRS’ 600 HP reduced white smoke Centry
engine, NSN 2815-01-509-3958, uses the Centry
system fuel pump, NSN 2910-01-514-7372.
The CPL code on the engine data plate should be
3045. It matches up with a code of EA14 on the
fuel pump housing data plate.

Obsolete Engine/PT Pump Configurations
Engine w/
container

NSN 2815-

CPL
Code

PT Pump,
NSN 2910-

PT Pump
Code

600 HP
Non-reduced
white smoke

01-290-1290

1191 or
1510

01-384-5304

E236 or
E265

500 HP

01-105-6445

N/A

01-217-8309

500 HP Centry

01-463-7941

N/A

01-479-2471

3786 or
V089
N/A

7
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Keep in mind that
the throttle input
break-over lever
doesn’t come with
the PT pump.
so when replacing
your Bradley’s
PT pump, you’ll
need to remove the
lever from the old
pump and install it
on the new one.

if the
lever or
its
hardware
comes up
missing,
replace
them from
this list:

Item

NSN

Remote control lever
Cap screw
Flat washer
Plain hex nut
Lock washer

2910-00-432-1945
5305-00-493-3959
5310-00-141-1795
5310-00-971-7989
5310-00-159-6209

M2A3 Bradley…

Not So Fast Replacing Fuel Cap!
time fOR Your
semi-AnNuaL Services
agaiN, paL!
just rEMemBer
to repAir instead
of REPLAcinG mY
FueL FiLler cap!

M echanics, TM 9-2350-408-13&P in IETM EM 0356 (Apr 15) says to replace the Bradley’s fuel
filler cap, NSN 2590-01-482-1662, during semi-annual services. But that’s changing!
Replacing the fuel filler cap
every six months is unnecessary
and—at nearly $800 a pop—
expensive. Instead, inspect the cap
closely. It can easily be repaired if
it’s damaged or worn.
Order a fuel cap gasket kit with
NSN 2590-01-461-5874 and a fuel
cap seal with NSN 5330-01-4906605. That’ll put the fuel filler cap
back in top condition and save
Replacing fuel filler cap during semi-annual
your unit some dough!
services is unnecessary and expensive
Make a note until the IETM is updated.

PS 773
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Stryker…

Watch Out for
Wrong-Way Winch!

Don’t WorRy, BUDdY.
I’lL use YouR WinCh to
Get yOu outta there!

I hope SomEBODy
checkeD MY winch’s
wiriNG or else we
CouLd Be in foR A
big SurprisE!

Crewmen, the last thing you want when operating your Stryker’s winch is for the

cable to pay out when you’re expecting it to retract-or the other way around. That can
damage equipment or even get someone hurt!
But that can happen if the winch main control electrical lead tags, which identify
the solenoid IN and OUT leads, have been painted
over. That can cause the leads to be installed
Winch cable can
incorrectly during winch maintenance
operate opposite of
or replacement.
intended direction
if electrical leads
installed incorrectly

If tags are
painted over,
solenoid leads
can be installed
backwards

PS 773
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If that happens, you’ll end up with a wrong-way winch!
Also, incorrectly installed solenoid leads can cause the
winch seals to fail. And if the seals fail, so does the winch.
But even if the lead tags are painted over, it’s easy to
tell the leads apart because lead #8 (IN) is longer than lead
#6 (OUT). So give ‘em a good eyeballing and switch ‘em
around if necessary.
Longer electrical lead is #8 (IN)

For more details about inspecting winch solenoids,
check out TACOM Ground GPA 16-012 at:
https://tulsa.tacom.army.mil/Safety/
message.cfm?id=GPA16-012.html
Stryker…

Searching for Service Kits

I neEd tO oRDer
semi-annual and
annual service
kits for my
Stryker unit.

but we can’t find
an NSN for ‘em! Can
you help us out?

These are
the Nsns
that’ll get
you What
you neEd,
sergeant.

PS 773
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no
WorRies,
yOu two!

folLow
me!

Description

NSN 4330-

C7 semi-annual service kit
3126 semi-annual service kit
C7 annual service kit
3126 annual service kit

20-007-4536
20-007-0297
20-007-4533
20-007-0295
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TACTICAL VEHICLES
• Let’s Talk About

Caged Brakes

• Watch Those

Hands!

• Break Away with

New U-Joint Kit

• Get a Handle on

Regulating Valve!
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Trucks and Trailers…

Let’s Talk
Talk about
about Caged
Caged brakes
brakes
Let’s
Hey! One of my
trailer’s wheels
is locked up!

You guys need
to stop now and
cage that brake!

1. Remove the internal hex plug (1) from the air chamber (2). Note that the plug could be
made of plastic.
2. Remove the nut (3) and washer (4) from the caging bolt. Then remove the caging bolt
from its holder (7) on the air chamber. If the caging bolt isn’t stored on the brake chamber
housing, look for it with the rest of the vehicle’s BII items.
3. Insert the caging bolt (5) into the hole (6) and turn it one-quarter turn to seat the bolt.
4. Install the washer (4) and nut (3) on the caging bolt (5) and tighten until 2 1/2 to 2 3/4 inches
of the caging bolt is exposed. That compresses the air chamber spring and releases
the brake.

CAUTION:
You should not work
directly in line with the
spring brake chamber’s center
rod. Position yourself below
and to one side of the brake
chamber while working.

in a normal situation, you call
in your mechanic and a recovery
vehicle. But if you’re on the highway
and the vehicle must be moved to
prevent a possible accident,
caging the brakes is the way to go.

Operators, if
one of the air
brakes on your
truck or trailer
locks up, what
do you do?

Caging the brakes involves
inserting a “T” bolt into the spring
brake chamber and tightening it
until the brake releases.
Remember that the brake for that wheel
will no longer work, so this should only
be done in emergency situations. if you try
to run the vehicle normally with caged
brakes, a serious accident can happen!
You’ll find
specific
guidance on
caging brakes
in your
vehicle’s
-10 TM under
the Operation
Under Unusual
Conditions
section.

The info
on the
next page
is generic
guidance
for caging
brakes:

773 12-13.indd 1-2
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5. If needed, repeat Steps 1-4
for the remaining air brake
chambers.
6. With the caging bolts in position, the vehicle’s brake system will not work.
Use extreme caution while moving the vehicle to a location for repairs.
7. Once the vehicle is safely back in the shop, chock the wheels.
Then remove the nut (3) and washer (4) from each caging bolt (5).
8. Remove the caging bolt (5) from each air chamber.
9. Re-insert the pipe plug (1) into each of the air chamber holes (6) and tighten.
10. Place each caging bolt (5) in its holder (7) and secure in place with
the washer (4) and nut (3).
Leaders, before
those trucks and
trailers leave the
motor pool, check
all of the brake
chambers.

if you see any
chambers with

T-bolts inserted,
stop the trUck!

those caged
brakes should be
fixed before those
vehicles leave on
a mission.

5
4

7

2

1

3
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Recovery Vehicles…

Pay attention to these tips from
Chief Shepherd to ensure your
winching operations are safe!

Watch
Watch
Those
Those
Hands!
Hands!
Dear Editor,
I’ve been reading the maintenance-related accident reports that come
through the Combat Readiness Center. I’ve also looked over the daily TACOM
malfunction/accident/incident reports (MAIRs).
One recent trend deals with recovery vehicle crewmembers who get their
fingers pinched, cut and even severed while using winches. This can happen just
as easily on an M88A1/A2 as on an M984 HEMTT wrecker, so this caution applies
to all recovery vehicles.
Too many Soldiers are putting their hands too close to
where the cable enters the vehicle or winch drum. The
chance of a Soldier’s hand getting stuck on or cut
increases a lot if they allow the rope to slide
through their hands. Wearing a good pair
of leather gloves and using the
hand-over-hand method is
the safest means to
return the cable.

773 14-15.indd 1-2

Damaged cables make vehicle NMC
Cut

Kink

Broken cable
can snag gloves
or clothing
Always ensure that during winch operations there’s a clear line of
communication between the Soldiers handling the cable and the recovery
vehicle operator managing the controls. Let’s get the word out to our
recovery crews and put a stop to these preventable accidents!
For more information on rigging principles, download a copy of ATP 4-31,
Recovery and Battle Damage Assessment and Repair (Aug 14). You can find
a copy at: http://www.apd.army.mil
You’ll also find a wealth of information at the Combat Readiness Center’s
Recovery/Towing page at:

https://safety.army.mil/ON-DUTY/GovernmentMotorVehicle/
RecoveryTowing.aspx
CW4 Kent Shepherd
Ft Rucker, AL

cl a p
cl a p
cl a p
Hand-over-hand method
while wearing gloves is best
for preventing injuries

Recovery vehicles with winch cables
that are kinked or frayed increase
the chance of an accident. Damaged
cables are considered unserviceable
and make your recovery vehicle nonmission capable (NMC).

Not all of the recent accidents
were due to gloves becoming
snagged, however. There have also
been several incidents where body
armor or even loose coveralls have
been snagged by the cable and pulled
the Soldier into the recovery vehicle.
Extreme caution is needed during
these operations and Soldiers should
be careful to keep clothing away
from the cable as much as
possible. Only hands
should come
in contact.

PS 773

chief, You deserve
a hand for that
great info!

cl a p
cl a p
cl a p
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FMTV, HIMARS…

c’mon,
guys!

Let’s gEt
OutTa Here!

Wait! I don’t think that’s
what it meant when they named
you break-away bolts!

Break Away with New U-Joint Kit

A new U-joint kit, NSN 2520-01-657-8029, is now available for the driveshafts on all FMTV

and HIMARS variants.
The U-joint kit contains the U-joint and eight break-away bolts, NSN 5305-01-479-7857.
Just tighten the bolt’s small break-away head until the head snaps off. That indicates the
torque has been met and no further tightening is needed. Remember, these are the only
bolts authorized when removing or replacing driveshaft U-joints.
The old U-joint kit, NSN 2520-00-388-4197, that’s shown in TMs 9-2320-333-13&P (FMTV)
and 9-2320-450-13&P (HIMARS), may come with retaining bolts that have sealing compound
on the threads or metal bend tangs. These bolts are not authorized for use, so make a note
until the TMs are updated.

M1157A1P2 FMTV 10-Ton Dump Truck…

Get a Handle on
Regulating Valve!
Dear Half-Mast,
I recently ordered
a new tailgate release
valve, NSN 5340-01-4433286, for my M1157A1P2
10-ton dump truck. It’s
shown as Item 5 in Fig
1487 of TM 9-2320-33313&P (Jun 15).
When I received the
release valve, there was
no regulating valve
mounted to it. Can you
help me with an NSN for
the regulating valve?
		

WO1 R.J.D.

Dear Sir,
You bet! Get just the regulating valve for your
M1157A1P2 with NSN 4820-01-132-0583. To
prevent air leaks, use pipe sealant, NSN 803001-255-4144, on the threads before installing the
regulating valve.
Get tailgate regulating valve
with NSN 4820-01-132-0583

Make a note of the
regulating valve’s NSN until
it’s added to the TM.

we’ve got a
lot of gOod
stuff for you
in this issue.
PuLl up a
chair and get
reading!

• Prevent Transmission

Corrosion

• Gyroscopes Needed

for Turn-in!

• New Airworthiness

Sustainment Policy

AVIATION
PS 773
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PREVENT
TRANSMISSION CORROSION
CH-47D/F Chinook…

Item
E156
E157

That’s RigHt! CORrosiOn
has BeEn PoPpinG up
on some transmisSions
beTWEen the Time they’re
BOXed up and Arrive at
the DepoT for Repair.

Aft transmission
Combining transmission
Engine transmission
Forward transmission

New NSN/PN

E156
E157

Old NSN/PN

G’wan, get outta
here! I’m the new
king of corrosion
prevention!

1615-01-315-4071
1615-01-464-3974
1615-01-464-5563
1615-01-317-6446

When spraying CPC, be aware of the product
warnings and cautions and always make sure you
wear the proper safety and breathing equipment!

Warning

in case of contact, immediately flush affected skin
and eyes with water for at least 15 minutes. Get
medical attention for eyes. Ensure you read and
understand the Safety Data Sheet (sds).

Caution
Aerosol, MIL-DTL-85054, is not compatible with
Corban-35! Mixing will compromise the corrosion
protection required.

Use the procedures in the MIM until
the official TM change is published.

https://asmprd.redstone.army.mil

But You Can
Stop iT by
treating
YouR
transmission
BEFORE
storage or
shipMent.

Corrosion
is A SNeaKy
MeNAce!

Then follow these steps:

1. Check all transmission surfaces
for corrosion, cracks, chipped
paint and bare surfaces.
2. Spray corrosion preventive
compound (CPC) onto corroded
surfaces, areas of chipped’
paint, exposed metal and into
visible cracks.
3. Put the transmission into its
shipping and storage container.

Qty

Aerosol, MIL-DTL-85054, is flammable and toxic.
it can irritate skin and cause burns. Use only in a
well-ventilated area, away from heat and open
flame.

NSN

You can find the MIM under
Consolidated Listings at:

New NSN/PN

8030-01-347-0979 (MIL-DTL-85054C) 8030-01-347-0980 (MIL-DTL-85054) 11-oz can
8030-01-347-0980 (MIL-DTL-85054C) 8030-01-347-0981 (MIL-DTL-85054) 1 quart

To correct the problem, AMCOM put
out maintenance information message
(MIM), h-47-MIM-16-001.

773 18-19.indd 1-2

Qty

8030-01-347-0979 (MIL-DTL-85054C) 8030-01-347-0980 (MIL-DTL-85054) 11-oz can
8030-01-347-0980 (MIL-DTL-85054C) 8030-01-347-0981 (MIL-DTL-85054) 1 quart

Item

The corrosion problem has been
found on these transmissions…

Item

Old NSN/PN

TM 1-1520-271-23&P, CH-47F

A littLE Treatment
now wilL stop that
cORrosion in its
tracks!

Static corrosion is
happening between the
time a transmission is
placed in a shipping
and storage container
and when the container
is opened at the depot
for overhaul.

in addition, the CPC
listed under both TMs’
expendable materials
sections is being changed
to an improved formula:

TM 1-1520-240-23&P, CH-47D

Sergeant Blade, thiS New
MesSaGe saYs I have to treaT
the TRANSMissiON bEFore
storiNg or SHipPinG it.

Mechanics, when removing a
Chinook transmission for shipment
or storage, corrosion prevention
is a must!

This is a new procedure, so all work
packages for the Prepare Transmissions
for Shipment and Storage sections of
TM 1-1520-240-23&P (CH-4 7D) and TM 1-1520271-23&P (CH-47F) will be updated.

PS 773
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GYROSCOPES
NEEDED FOR TURN-IN!

UH-60A/L…

I heard you’re having
problems with your gyros.

I’Ll telL ya!
The Problem is
we FibeR opTic
GyRoScoPes
are faiLing.

yeah! I’m not sure
WHAt’s going on!

And there’s
a shoRTAge of
gYrOsCoPeS to
replace us!

M

echanics and technicians, Safety of Flight message H-60-13-SOF-01 restricted
the use of CN-1716/A attitude heading reference unit (AHRU) fiber optic gyroscopes
(FOGs). Until enough of the FOGs are retrofitted, CECOM is supplementing the
CN-1716/A with CN-1314 and TRU-2/A gyros as a single AHRU installation.
Unfortunately, there aren’t enough of the CN-1314s
and TRU-2/As in the supply system. That’s why the
CECOM headshed needs all units to turn in unserviceable
and unused serviceable gyroscopes for credit.
if your unit
has any…

CN-1314 displacement
gyroscopes
NSN 6615-00-453-5670
NSN 6615-01-194-1909
NSN 6615-01-294-1170

…or any…

TRU-2/A rate
gyroscopes
NSN
NSN
NSN
NSN
NSN

6615-00-707-6478
6615-00-857-0828
6615-00-169-1564
6615-00-869-0825
6615-00-137-6038

…turn
them in
now!

For questions about the SOF message, contact John Kelly at DSN 897-2485,
(256) 313-2485, or email: john.p.kelly79.civ@mail.mil
Any other questions about the gyros should be directed to John Watson
at DSN 648-1253, (443) 395-1253, or email: john.m.watson2.civ@mail.mil
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All Aircraft…

New Aviation Airworthiness
Sustainment Policy and Procedures
Army Regulation 95-4, Aviation Airworthiness
Sustainment Policy and Procedures, is a
new Army regulation for Aviation commanders
due out in 2017.
Once released, AR 95-4 will provide policy
and applicability currently not available to
aeronautical equipment management users.

AR 95-4

AR 95-4 will also introduce DA Pam 95-4,
Aviation Airworthiness Maintenance Management
Process and Procedures, which replaces
DA Pam 738-751, Functional User’s Manual
for the Army Maintenance Management
System–Aviation (TAMMS-A).
DA Pam 738-751 will be rescinded upon the
release of DA Pam 95-4.
AR 95-4 and DA Pam 95-4 will provide a
comprehensive, end-to-end approach for
airworthiness sustainment and the Total
Army Maintenance Management System Aviation
(TAMMS-A) in accordance with AR 750-1.
This regulatory duo will be in lock step with

AR 95-1, AR 70-62, tm 1-1500-328-23, as well as
other related documents.
join the march
toward airworthiness
sustainment!

The AR will introduce some new terms and
definitions not seen in previous policy.
The intent is to establish a format for
sustainment of future aviation systems
and related equipment.
The new policy will seem familiar to current
management practices. However, commanders
will now have a comprehensive regulation
under one cover.
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No Hawkers for M326 Mortar Kit!
M ortar units, the Hawker

SorRy, BudDY.
yOu and I just
dOn’t MiX!

battery is a no-go for your
M326 mortar stowage kit.
The heat buildup in the
Hawker when it’s used with
the M326 can damage the
battery or cause a battery
box fire when it’s being
charged in direct mode
from the prime mover.
The battery to use?
Either the 6TMF/Type II,
NSN 6140-01-446-9506
(from TM 9-2590-527-13&P),
or the 6TMF/Type I,
NSN 6140-01-446-9498.

aww,
man!

High-Tech Borescoping
we’RE
reaDY…

…for our
boresCope…

…cloSEuP!

B orescoping has gone high-tech!
If you need to borescope your mortars, cannons or
howitzers, you can now use a digital video borescope.
Instead of having to peer down the barrel, you can check
the image in a monitor where it can be saved and examined
more closely. The digital borescope is also more accurate.

PS 773
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The digital borescope,
NSN 6650-01-631-0369,
costs a little more
than $15,000.
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M240-Series,
M249 Machine Guns…

The Rules for BFAs
Remembering a few blank firing attachment
(BFA) rules can make training less of a pain
for you and your M240 and M249.

Using the M249 standard barrel BFA with the short barrel increases the unlocking
velocity of the bolt when it leaves the barrel socket. That can damage the receiver’s
inner rail, which means your M249 is kaput.
All versions of the M240 use the M24 BFA unless the M240L has had MWO
9-1005-313-50-4 applied. The MWO changes the M240L standard barrel to a short
barrel, which means you need the M26 BFA.
it’s easy
to tell
the BFAs
apart:

Hand tight should be tight enough.
There is no need to muscle up on the
BFA. If it won’t work, something is
wrong that more tightening won’t fix.
Tell your repairman.
StoP iT!
Hand tight
is FinE.

Don’t forget that blanks produce even
more carbon than regular rounds. If you
don’t use elbow grease and CLP after firing
blanks, carbon can cause corrosion that
makes it difficult to remove the BFA. In some
cases, corrosion is so bad the BFA must be
cut off!
just ‘cAusE I was FiriNG
blanks doesn’t mean I don’t
neeD a MaJor CLEaninG. I’ve
got real carbon PROblEms.

Remember all BFAs aren’t the same. Forgetting that can KO your machine gun.
If you’re firing with the M249 standard barrel, you must use the standard barrel
BFA, NSN 1005-21-912-8997. It’s red and screws in the barrel.
If you’re firing with the M249 short barrel, you must use the short barrel BFA,
NSN 1005-01-537-0491. It’s yellow and clamps on the barrel.

773 24-25.indd 1-2

…the M26 is yellow.

NSN 1005-01-480-0289

NSN 1005-01-565-6693

Turn in MK 64 Mounts!
soRry, old
timEr, but it’s
TimE foR You
to Retire! I’m
taking oVEr!

well, I’m ready
to Go. GOod LUCk
to YOu!

The MK 64 machine gun
mount has been replaced by
the MK 93 MOD 2 mount.

M249 standard barrel BFA
is red and screws in
M249 short
barrel BFA is
yellow and
clamps on

The M24 is red and…

That means units should immediately
order MK 93 mounts, NSN 1010-01-502- 7547,
to replace their MK 64s.

Once units receive MK 93s, the MK 64s should be turned in
to the local DLA Disposition Services for disposal.
For more information, check out

TACOM Maintenance Information Message 16-025:
https://tulsa.tacom.army.mil/maintenance/message.cfm?id=MI16-025.html
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Machine Guns…

Don’t Mix and

Mismatch Barrels
I nEed to chANge
BaRreLs. This one’s
gettin’ tOo HoT!

Dear Editor,
As a small arms repairman
for the Texas Army National
Guard, I run into too many
cases of armorers and
gunners not making sure
they use only the two
barrels headspaced for the
machine gun.
Armorers aren’t doublechecking that they’re
checking out the correct
spare barrel with the
machine gun. And at the
range, Soldiers sometimes
just grab any barrel when
they change barrels.
That is flat-out
dangerous. Both barrels
have been headspaced to a
specific machine gun. If you
use the wrong barrel, you
risk damaging the weapon
and injuring yourself and
anyone close by.
Please warn units never
to mix and mismatch barrels.
					SGT Dustin Robe
					TXARNG

PS 773

here, trY
this one!

HoLd oN! that’s noT MY sPare!
if YOu use that BarRel, it could
be thE end of BoTh of US.

Editor’s note: Consider it done, Sergeant.
Of course, the barrels need to be clearly
marked with the gun’s ID number. The tried-andtrue method is to stamp the numbers on dog tags,
NSN 8465-00-242-4804. Then safety wire the
dog tags to the barrel. Make sure the wire ends
don’t stick out where they can poke someone.
Use safety wire to attach
dog tag to barrel…

…but make sure wire ends don’t poke out

Your support should have metal stamping die
sets to do the job. If not, you can order one with
NSN 5110-00-289-0002.
And mark the gun’s ID number on the spare
barrel bag with a marker to make sure the right
barrel stays with the gun.
Never engrave the number on the barrel. That
ruins the barrel’s finish, which leads to corrosion
and a ruined barrel.
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Machine Guns…

MOUNT PROBLEMS?
NOT ANYMORE!

…

E arlier

How the heck are
we s’posed to know
which mount goes On
which vehicle and with
which machine gun?

Are we supposed
to look in the
vehicle TM or the
weapon TM or the
mount TM? This is
driving me crazy.

Well, this is
one problem
I can take
care of, no
problem!

Yeah. don’t
we have enough
problems?

The charts
on the next
8 pages
list what’s
required
to mount
your M240B,

M249,
MK 19, and
M2 machine
guns.

PS 773
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Mounting the M240B

M240B Vehicle Ring Mount
USE EITHER THIS

1a

OR THIS

machine gun cradle,
NSN 1005-01-553-0683

1b

AND

ammo adapter
bracket assembly,
NSN 1005-01-431-8324
and deflector kit,
NSN 1005-01-468-0552

2
M197
machine
gun
mount,
NSN 100501-4134098

Tripod for M240B
M192 lightweight ground mount,
NSN 1005-01-503-0141

Then choose ONE of the following:

M240B HMMWV Pedestal
(M998-series only)
USE EITHER THIS

1a

3a

M1025/M1026/M1114
HMMWV bearing sleeve,
NSN 3120-01-188-5082

OR

3b

M66 machine gun mount ring,
NSN 1005-00-701-2810

OR THIS

machine gun cradle,
NSN 1005-01-553-0683

1b

ammo adapter bracket assembly,
NSN 1005-01-431-8324
and deflector kit,
NSN 1005-01-468-0552

The M66 Machine Gun Mount Ring will work with any of the following:

AND BOTH OF THESE

2

M197 machine gun mount,
NSN 1005-01-413-4098

AND

PS 773
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M7 pedestal mount,
NSN 1005-01-518-9037
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For the LTAS (FMTV A1P2), the M66 will bolt directly
to the roof of the LTAS cab. The cab can support the
M66’s weight.
For the FMTV A0/A1 cab, a ring mounting kit, NSN
1005-01-381-5431, is required to support the M66.
The M66 is not authorized for use on the HEMTT A4
family of vehicles. Only the HEMTT base and A2 vehicles
can handle the M66 when used with mounting kit,
NSN 1005-01-519-2126. Mounting instructions are in
TM 9-2320-279-14&P and TM 9-2320-325-14&P.
The M66 is not authorized for the PLS A1 family
of vehicles. Only the base PLS family of vehicles is
authorized the M66 when used with mounting kit,
NSN 1005-01-523-6549. Mounting instructions and
parts are in TM 9-2320-364-14&P.

LMTV and FMTV mounting kit,
NSN 1005-01-381-5431

HEMTT mounting kit,
NSN 1005-01-519-2126
with PLS mounting kit,
NSN 1005-01-523-6549

2/22/17 2:37 PM

M249 Vehicle Ring Mount

MM
ounting
ountingthe
theM249
M249
M249’s HMMWV Pedestal
(M998-series only)

USE BOTH OF THESE

1

machine gun cradle,
NSN 1005-01-618-6901

2

AND

M197 machine gun mount,
NSN 1005-01-413-4098

USE

M249 Tripod

1

USE EITHER

machine gun cradle,
NSN 1005-01-618-6901

THEN CHOOSE ONE OF
THE FOLLOWING:

M192 lightweight ground mount,
NSN 1005-01-503-0141

3a
AND/OR

2

OR

M1025/M1026/M1114
HMMWV bearing sleeve,
NSN 3120-01-188-5082

OR

3b

M66 machine gun mount ring,
NSN 1005-00-701-2810

M197 machine gun mount,
NSN 1005-01-413-4098

M122A1 machine gun tripod mount,
NSN 1005-01-433-1617

The M66 Machine Gun Mount Ring will work with any of the following:

AND

3

PS 773
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M7 pedestal mount,
NSN 1005-01-518-9037
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For the LTAS (FMTV A1P2), the M66 will bolt directly
to the roof of the LTAS cab. The cab can support the
M66’s weight.
For the FMTV A0/A1 cab, a ring mounting kit, NSN
1005-01-381-5431, is required to support the M66.
The M66 is not authorized for use on the HEMTT A4
family of vehicles. Only the HEMTT base and A2 vehicles
can handle the M66 when used with mounting kit,
NSN 1005-01-519-2126. Mounting instructions are in
TM 9-2320-279-14&P and TM 9-2320-325-14&P.
The M66 is not authorized for the PLS A1 family
of vehicles. Only the base PLS family of vehicles is
authorized the M66 when used with mounting kit,
NSN 1005-01-523-6549. Mounting instructions and
parts are in TM 9-2320-364-14&P.

LMTV and FMTV mounting kit,
NSN 1005-01-381-5431

HEMTT mounting kit,
NSN 1005-01-519-2126
with PLS mounting kit,
NSN 1005-01-523-6549

2/22/17 2:38 PM

MK 19 Vehicle Ring Mount

MMounting
ounting the
the MK
MK 19
19

USE

1

MK 19 HMMWV Pedestal
(M998-series only)
USE

MK 19 Tripod
USE

1

1

Carriage and Cradle

MK 93 MOD 2, NSN 1010-01-502-7547

Then choose ONE of the following:

MK 93 MOD 2, NSN 1010-01-502-7547
Carriage and Cradle

2

2a

M1025/M1026/M1114
HMMWV bearing sleeve,
NSN 3120-01-188-5082

OR

2b

M66 machine gun mount ring,
NSN 1005-00-701-2810

WITH

Carriage and Cradle

WITH

MK 93 MOD 2, NSN 1010-01-502-7547

2

M7 pedestal mount,
NSN 1005-01-518-9037

M3 machine gun tripod mount,
NSN 1005-00-322-9716

The M66 Machine Gun Mount Ring will work with any of the following:

Note: The M3 is being replaced
by the M205 lightweight tripod,
NSN 1005-01-586-5702.

The best place to
go for mount info is
TM 9-1005-245-13&P.
it covers all the
machine gun mounts,
except the M66.
TM 9-1005-335-13&P
covers the M66.

Ps will keep
you updated
on changes
to mount
NSNs, so
keep reading
Ps every
month!

For the LTAS (FMTV A1P2), the M66 will bolt directly
to the roof of the LTAS cab. The cab can support the
M66’s weight.
For the FMTV A0/A1 cab, a ring mounting kit, NSN
1005-01-381-5431, is required to support the M66.
The M66 is not authorized for use on the HEMTT A4
family of vehicles. Only the HEMTT base and A2 vehicles
can handle the M66 when used with mounting kit,
NSN 1005-01-519-2126. Mounting instructions are in
TM 9-2320-279-14&P and TM 9-2320-325-14&P.
The M66 is not authorized for the PLS A1 family
of vehicles. Only the base PLS family of vehicles is
authorized the M66 when used with mounting kit,
NSN 1005-01-523-6549. Mounting instructions and
parts are in TM 9-2320-364-14&P.

PS 773
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LMTV and FMTV mounting kit,
NSN 1005-01-381-5431

HEMTT mounting kit,
NSN 1005-01-519-2126
with PLS mounting kit,
NSN 1005-01-523-6549
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M2 Vehicle Ring Mount

M2
M2

USE EITHER

1a

M2 HMMWV Pedestal
(M998-series only)

M2 Tripod
USE

1

MK 93 MOD 2, NSN 1010-01-502-7547

OR

1b

6650 machine gun mount,
NSN 1010-01-502-7547

Carriage and Cradle

USE

Then choose ONE of the following: 2a or 2b

MK 93 MOD 2, NSN 1010-01-502-7547

1

MK 93 MOD 2, NSN 1010-01-502-7547

2a

M1025/M1026/M1114
HMMWV bearing sleeve,
NSN 3120-01-188-5082

OR

2b

M66 machine gun mount ring,
NSN 1005-00-701-2810

Carriage and Cradle
Carriage and Cradle

WITH

2

WITH

M3 machine gun tripod mount,
NSN 1005-00-322-9716

2

M7 pedestal mount,
NSN 1005-01-518-9037

Note: The M3 is being replaced
by the M205 lightweight tripod,
NSN 1005-01-586-5702.
Note: M3 can be used without
any carriage and cradle.

PS 773
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The M66 Machine Gun Mount Ring will work with any of the following:
For the LTAS (FMTV A1P2), the M66 will bolt directly
to the roof of the LTAS cab. The cab can support the
M66’s weight.
For the FMTV A0/A1 cab, a ring mounting kit, NSN
1005-01-381-5431, is required to support the M66.
The M66 is not authorized for use on the HEMTT A4
family of vehicles. Only the HEMTT base and A2 vehicles
can handle the M66 when used with mounting kit,
NSN 1005-01-519-2126. Mounting instructions are in
TM 9-2320-279-14&P and TM 9-2320-325-14&P.
The M66 is not authorized for the PLS A1 family
of vehicles. Only the base PLS family of vehicles is
authorized the M66 when used with mounting kit,
NSN 1005-01-523-6549. Mounting instructions and
parts are in TM 9-2320-364-14&P.
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LMTV and FMTV mounting kit,
NSN 1005-01-381-5431

HEMTT mounting kit,
NSN 1005-01-519-2126
with PLS mounting kit,
NSN 1005-01-523-6549
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M1135 NBCRV Stryker…

PM Keeps Stryker in CBRN Hunt
Your

M1135 NBCRV
Stryker will
stay on the
hunt for CBRN
danger if you
remember
these PM
pointers…

sn i f f
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if there aren’t enough
consumables, the JBPDS
lines can be damaged.
But the fluid bottles
need to be removed at the
end of operations or they
will corrode the fluid
transfer system and cause
failures for the JBPDS.

When you turn off the joint service lightweight standoff chemical agent
detector (JSLSCAD), remember to pull out circuit breaker 3. Otherwise, next time
you start up, the JSLSCAD will automatically start scanning. If you’re traveling, dirt
will coat its lens, making the JSLSCAD less effective and more likely to fail.

s ni f f

Before you hit the road, make sure the JCAD, AN/VDR-2 and AN/UDR-13
are securely clamped in place. Otherwise, a rough bump can send them flying. That
damages them and you if you’re in the wrong place.
Always run the A/C with
Hey, YoU’re
running the
the hatches closed and the
A/C with
overpressure on. If you
mY hatches
opeN! yOu’re
don’t, condensation collects
gonna have
and water starts blowing
a real mEsS
if You keep
out the vents in the suite.
that Up!
That moisture can ruin very
expensive electronics, plus
lead to nasty mildew.
Drain, drain, drain…
and let it air out. Especially
in humid areas, pull all 13
drain plugs weekly and let
the water drain out. If you
don’t, you soon will have
a mildew nightmare. For
the same reason, open all
the hatches while you’re
draining so any moisture
inside can dry out.

Check joint
biological point
detection system
(JBPDS) consumables
such as ionized water
and PBS solution
before and after
operations.

Open all 13 drain plugs weekly and let hull drain

During travel, the lens should always face the
rear. That protects it from flying debris. If you’re
missing the JSLSCAD cover, order a replacement.
JSLSCAD needs the protection.

Lens covers gone?
Order replacement ASAP

Lenses should face to
the rear for travel

Stow the tow bar so its handle points
upward. If it points down, you can’t open the
surveyor’s hatch, which could be fatal in an
emergency. See WP 0166 in TM 9-2355-32610-1 for the proper stowing procedure.
Remember the NBCRV has an extended
pintle because it has a rear deck instead
of a ramp. See “Pintle Plug and Pintle Hook
Assembly Removal/Installation” in the -10
for instructions.

Printer won’t
work? Reset
GFCI circuit
breaker

If the printer won’t work, try resetting the
GFCI circuit breaker for the 110 inverter.
That might save a call to your repairman.
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M41 PATS…

No Calibration
Means No Accuracy!
mask!?

what mask?
I don’t seE
any mask!
I think
this PATS is
overdue for
calibration!

The M41
protection
assessment
test system
(PATS) can
be a CBRN
specialist’s
best friend.
it spots mask
problems
and ensures
a mask will
protect its
wearer.

Unfortunately, many PATS aren’t being
turned in for calibration. Roughly
3,000 PATS haven’t been calibrated
since 2008. This includes those owned
across DOD organizations.
Right now, CBRN specialists,
check to see if your PATS needs
to be calibrated.
it’s easy
to tell!

it gives the
due date
for the next
calibration.

But it
can do that
only if it’s

if the sticker’s
missing, your
local TMDE
should have
a record of
when the PATS
was last
calibrated.

accurate.
And to
remain
accurate
it must be
calibrated
by TMDE
every
18 months.
Otherwise,
it could end
up flunking
good masks.

Just look at your PATS’
calibration sticker.

if it’s calibration time, turn your PATS
in to your local TMDE. They’ll ship
it to a TMDE location. Technicians
will completely disassemble the
PATS, clean it, check out all of its
components and accessories, repair
them if necessary and calibrate it.
Your PATS will be as good as new
when they’re finished.
Then you can be sure your

PATS is telling you the truth!

PS 773
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Keep PATS Accurate
I don’t care
if it was an
e-cigarEtTe,
yOu’re NOt
S’poseD to
smoKe beFORe
I test YoU!
now yOu’VE
gotta WAit 30
MinUteS!

The M41 protection assessment test system (PATS)
I’m
sorry.

does a remarkably good job measuring whether
an M40 or M50 mask will protect a Soldier. But
Soldiers have to follow this guidance if PATS is to test
accurately:
No smoking in the area where the fit testing is
to take place and no smoking 30 minutes prior to
the test. This includes the new e-cigarettes, as well as
standard tobacco products.
No lotions, perfumes or colognes. They should be
washed off.
No mouthwash, food, or liquids other than water
should be used or consumed within 30 minutes of
the test.
No hair fasteners or clips. Female soldiers should
let their hair hang freely, but not in the areas where
the mask seals.
Install inserts. If Soldiers need corrective lens
inserts, the inserts need to be installed for the fit test.

M50 Masks…

WHAT ARE TESTING INTERVALS?
this tm says YoU’rE
supposed to hAve a
MandaTORY fit test.
So How Often iS
MANDAtory?

I ThiNK
that
shouLD bE

anNuAl!

Dear Half-Mast,
The fit test requirement in the M50
mask’s TM 3-4240-542-13&P shows
INITIAL and MANDATORY. What service
interval would MANDATORY fall into?
For the M40, the fit test requirement
was INITIAL and ANNUAL.
			

CW2 O.O.

Dear Chief,
Use the same fit test requirements for
the M50 that you used for the M40: Do
INITIAL and ANNUAL fit tests as well as
any time after a mask has been repaired
to make sure the repairs
were successful.

PS 773
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M50-Series Protective Masks…

Want Your
Mask to
Stay in
Shape?

Keep the
Faceforms!
whadaya mean
YoU threw AWay mY
FacefORm!? NoW
How Am I GonNa
KeEp mY ShaPE?!

W

hen units get their new M50 masks, they often mistake the masks’ faceforms for
packing material. Result: the faceforms get tossed. That’s bad form for your M50s.
If M50s are going to be shipped or stored for more than 30 days, they need to have
the faceform installed. The faceform helps prevent the mask from losing its shape and
possibly its seal.
Match
Install the faceform inside the facepiece so
faceform
the beard on the faceform matches the mask’s
beard
beard. Pull all four straps over the faceform to
with mask
keep it in place.
beard and
When the faceforms aren’t being used, store
secure
with all
them someplace safe so they don’t disappear.
4 straps
If you need new faceforms, don’t order NSN
4240-01-529-8338, which is listed in the M50
TM. Order NSN 4240-01-617-0948.

M42 Alarm Has Its Own TM
T

Wow! after AlL
ThesE yeaRs I
have mY Own TM.
Life is GoOD!

PS 773

o find information on the M42
remote chemical alarm you previously
had to go to the M8A1 chemical
alarm’s TM 3-6665-312-12&P or the
M22 ACADA’s TM 3-6665-321-12&P.
But since the M8A1 and the
ACADA are being replaced by the M4/
M4A1 JCAD, the Army has decided to
give the M42 its own TM: TM 3-6665338-13&P (Jul 16).
Your pubs clerk can order it or you
can download it from the ETM site:
https://www.logsa.army.mil/etms
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M159 CBRN DR SKO…

Want Fresh Air?
Do Compressor Checks!
uh-Oh! I’m
not feElin’
sO gOod.

When was the last
time we CHecked the
AiR in these TAnKs?

The M159 CBRN dismounted
reconnaissance sets, kits and
outfits (DR SKO) does a great
job detecting, deconning
and protecting against
CBRN threats.

But it needs your help!

One of the M159’s key
components is the Bauer Air
Compressor, which produces
compressed air to fill the
tanks of the self-contained
breathing apparatus (SCBA).
if compressor air quality
sampling tests aren’t done
on a regular basis, excessive
moisture and contaminants can
make the air unbreathable.

You could die breathing
contaminated air!
The procedure for taking
air samples for analysis
is in WP 0052.2 of
TM 3-6665-428-10.
Air samples should be done
by DR SKO users under the
following conditions:

• Every 90 days, regardless
•
•
•

of whether the compressor
has been used.
When the compressor’s
P1 purification filters are
changed.
When the compressor is
transported over 200 miles.
When field level maintenance
is done on the compressor
block.

it’s important DR SKO users
submit samples ASAP.
To get the results of the
analysis or for help,
contact DSN 86 7-3523,
(410) 417-3523, or email:

scott.c.lubag.civ@mail.mil

PS 773
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Attaching
AN/PSQ-20, -20A to ECH
I could reaLLy
use You, but I can’t
figure out how to
Put yOu on!

Because the enhanced combat
helmet (ECH) has a larger edge
band, it’s difficult to attach the
AN/PSQ-20 and -20A enhanced
night vision goggles (ENVG).

it’s simple
if ya Use the
HMWA!

Fortunately, the helmet mount wiring
assembly (HMWA) is the solution.
it’s designed specifically for the job.
it’s free!
And it’s
it comes with
part number
281840.

Request it by emailing:

usarmy.apg.cecom.mbx.
lrc-night-vision-support@mail.mil
Questions? Call ( 703) 704-4129 or
email the address above.

AR 702-16 Gives CBDM Guidance
AR 702-16, Chemical Biological Defense Materiel Reliability Program, was updated June 2,
2016. It covers policy and provides guidance and regulations on chemical biological defense
materiel (CBDM). To find the pub, type “AR 702-16” in the search block at:

http://www.apd.army.mil/Search/ePubsSearch/ePubsSearchForm.aspx

PS 773
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MSD-V3 Devices…

Get Warranty Support
for MSD Devices
operatOrs, are You having problems getting
warraNTy suPPort for YOur maintenance support
device version three (MSD-V3)?

defective batteries
have beEn a RecUrRing
isSue with our MSD-V3s.
are they cOnsidered a
warRanty iteM?

However, TMDE and
VT Miltope may not
require return of
the entire MSD-V3.

yes.

instead…
…they may want you
to return only the
defective batteries
for further
evaluation.

here’s how
to request
it!
So if you have
warranty issues
with MSD-V3 device
batteries, make
sure your CSR lets
the TMDE help desk
know the request is
battery-related.

You’ll find a copy
of the warranty
procedures packed
in each MSD transit
case under the
clear cover beneath
the case top.
The documents
describe the steps to
follow to request
warranty support
from VT Miltope.
Every unit should
have a copy of this
documentation in
their transit case.

Here is a
list of NSNs
for all the
devices…

First, contact the Test, Measurement and
Diagnostic Equipment (TMDE) Army Help Desk (AHD)
to initiate a customer support request (CSR).
You can do this by creating a CSR on the MSD
home page with an MSD user ID. if you don’t have
one, create it at: https://msd.us.army.mil
what
happens
next?

You can also get a user

ID by calling (256) 8 762200 or (8 77) 564-1137.
Units may email the TMDE
help desk at:

apats@redstone.army.mil

The TMDE AHD will notify the manufacturer,
VT Miltope, of the unit’s warranty support
need. VT Miltope will issue a return material
authorization (RMA) and a repair traveler form
to be completed and returned in the transit
case with the MSD-V3.
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Nomenclature

System Name

Complete Kit NSN

AN/PSM-95C
AN/PSM-95D
AN/PSM-95D
AN/PSM-95D
AN/PSM-95D
AN/PSM-95D
AN/PSM-95C
AN/PSM-95C
AN/PSM-95C
AN/PSM-95C

MSD-V3 (T1C1/US/W/W)
MSD-V3-ICE (T1C2/US/W/W)
MSD-V3-SP2 (T1C2/US/W/W)
MSD-V3-SP3 (T1C2/US/W/W)
MSD-V3-ICE (T1C1/US/W/W)
MSD-V3-SP3 (T1C1/US/W/W)
MSD-V3 (T1C2/US/W/W)
MSD-V3 (T1C1/AVN/WC/W)
MSD-V3 (T1C1/US/W/W 8GB)
MSD-V3 (T1C1/AVN/WC/W 8GB)

6625-01-592-6732
6625-01-598-2178
6625-01-598-2187
6625-01-599-9556
6625-01-599-9652
6625-01-599-9435
6625-01-599-9498
6625-01-599-9659
6625-01-624-6549
6625-01-624-6684

MSD-V3 TYPE 2

They will also contact the activity/site
to coordinate for FedEx pickup.
Shipping is paid for by contract.
VT Miltope provides a prefilled Fedex shipment
form for international shipments. That allows
for efficient processing.
A label with the contact listed is placed
on the outside of the packet.

MSD-V3 TYPE 1

PS 773

Nomenclature

System Name

Complete Kit NSN

AN/PSM-95E
AN/PSM-95E

MSD-V3-T2/US/W/W 8GB
MSD-V3-T2/US/W/NW 8GB

6625-01-614-6832
6625-01-614-6841
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SATCOM…

Easy. PM WIN-T has posted everything that
you need on AKO. Grab your CAC and go to:

WIN-T Inc 1 Transition

sergeant Burrell,
did you know that the
satellite communication
components for
tWIN-T Increment 1
have transitioned from
contractor supply
support to the Army
supply system?

https://www.us.army.mil/suite/page/296151
Will
do.

What about our
unserviceable assets?

There’s
more good
news!

Once you order replacement parts, you can return
bad parts for credit through
normal supply channels.

The majority of
the repairable
parts found in the
baseband portion of
WIN-T Inc 1, like

• the regional
hub node

• joint network node
• baseband hub
• single shelter
switch

and

• battalion command
post node

are supported
by the Command
Hardware System
(CHS) program with
a 5-year warranty.

How can
we tell if
something’s
a CHS item?

Simple.

CHS parts
have a

CHS sticker
on ’em.

no, Master
Sergeant. I
didn’t know
that.

Yep. Your unit now
orders SATCOM spare
parts by NSN, using
funded requisitions.

But how
do we find
the NSNs?

Visit any
General
Dynamics
CHS Regional
Support
Center (RSC)
or call
(87 7) 247-7 711.

So how do we
get replacement
Inc 1 CHS parts,
and how do we
return bad Inc 1
CHS parts?

PS 773
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Great! So what
happens when the
5-year warranty
expires?

PM WIN-T will
pay for the
repair of any
out-of-warranty
CHS components,
with the exception
of damage that is
beyond fair wear
and tear.

For help, visit
any GD CHS RSC or
call that tollfree number. For
Repair Maintenance
Authorization
instructions, e-mail:

chswarranty@
gdc4s.com

you
Bet!

tak

Thanks
for the
info!

LoOks like
YOu’re ‘‘GoOd to
Glow’’ now!

PS 773
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AN/PYQ-10(C)…

Get SKL Software
and Support!

it’s time to
upgrade your
software! but
I don’t know
where to find
it… or where to
get support!

How should
I know!? I’m
just a simple
key loader!

it may be called a
ba- dum simple
key loader (SKL),
but when it comes to
finding
software and
CHHhh! getting support,
things
weren’t so simple…

…until now!

The SKL Program Management Office (PMO) recently implemented website and help desk

changes to make things easier.
SKL PMO moved its software downloads to LandWarNet (LWN) eUniversity, which is
also where the SKL computer-based training is located. All approved versions of SKL User
Application Software (UAS) and supporting documentation, including the newest
release, UAS v10.0, can be found on LWN at: https://lwn.army.mil/
Go to the website, navigate to the ‘COMSEC’ section and then click the Key Management ACES, SKL, TKL, RASKL link. Once in the Key Management area, click the link for SKL Training,
Software Downloads, and Supporting Documentation. From there, you can navigate to your
specific need (training, software, documentation).
You’ll find the software upgrade utility along with User Notes, Quick Reference Guides,
and ‘Read Me’ files for each software version. The site also hosts various SKL informational
documents that are posted in the ‘Documents’ area.
To see announcements and SKL discussions, visit or join the milBook Communications
Security (COMSEC) community at:
https://www.milsuite.mil/book/groups/communications-security-comsec
Need help? Contact the help desk at the Mission Command Support Center at DSN
(312) 648-2119, (443) 395-2119, or email: dod.mcsc@mail.mil

PS 773
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Rechargeable Batteries

Save Big Bucks!

these
guYs do A
greAT jOb
POWERing yOur
eQuipmeNt,
but theY can
DO it juSt
One time and
then THEY’re
throuGh.

YoU Can use
us AGain and
agAiN and SaVe
LOts of Money
on BatteRieS!

BB-326/U NMH

BB-2800/U Li Ion
BB-2557/U Li Ion
BB-388A/U NMH

can’t
ARGue
with that.
SavE us
FOR
ComBat!

BB-2847A/U Li Ion

BB-2590/U Li Ion

BB-2600A/U Li Ion

Chargers
The two
chargers
available
are…

With a shrinking Army budget, units
need to save every dollar they
can. One of the easiest ways to cut
costs is to use rechargeable
batteries whenever possible.
And that’s almost all the time!

Unless you’re
actually in
combat, you’re
almost always
authorized to use
rechargeables.

Here’s just
about everything
you need to
make your
battery power
rechargeable!

Rechargeable Batteries
Rechargeable
Battery

NSN
6140-

End Item
Example

Non-chargeable
Equivalent

BB-2590/U
BB-388A/U
BB-326/U
BB-2847A/U
BB-557/U
BB-2557/U
BB-2600A/U
BB-2800/U
BB-2001A/U

01-490-4316
01-490-4313
01-533-7674
01-493-8092
01-071-5070
01-490-5387
01-490-4311
01-490-5372
01-534-3856

SINCGARS, M2
AN/PRC-126, FBCB2
MELIOS, AN/PVS-6
TWS,AN/PAS-1
REMBASS
REMBASS, RAV
HTU
PLGR,CAM
CSEL

BA-5590/5390
BA-5588
BB-516/U
BA-5347
BA-5557
BA-5557
BA-5600
BA-5800
BA-5301/U

PS 773
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Remember,
rechargeable
batteries start
with BB and
throwaways
start with BA.

…the PP-8498/U,
NSN 6130-01-495-2839

…the PP-8481B/U,
NSN 6130-01-52 7-2 726

The PP-8498/U is a tabletop charger that will hold
eight batteries, charging
two at a time before moving
on to the next two. it will
recharge every kind of
battery listed in the chart.

The 8481B/U is a vehiclemounted charger and will
also charge all of the
listed batteries.

Check the charger’s
software label to
make sure it has the
latest software. For
the PP-8498/U, it’s
Program H and for
the PP-8481B/U, it’s
Program C.

if you need updated software, go to:

APR 17

Never leave
the charger
unattended
if it doesn’t
have the
latest
software!

http://go.usa.gov/3v8KP

You’ll need a USB-to-serial cable such as NSN 6150-01-558-7214,
or a DB9 male to DB9 female serial cable with straight through
connections. Do not use a null cable.

2/21/17 5:39 PM

Accessories
To power a PP-8498/U from a
vehicle’s 24-volt NATO slave
receptacle, order DC cable,
NSN 5940-01-501-6 714.

Battery Program
To use the DC cable
to power two PP-8498
chargers, order an
add-on cable,
NSN 5995-01-505-7883.

what if
I want to
power TWo
chargers
at the
samE time?

Set up
a good
rechargeable
battery shop
by keeping…

• an area dedicated just
•
•
•
•

without that
cable, I can’t do
what I GotTa do!

The PP-8481B/U comes fully
loaded with AC and DC cables
and two universal adapters
to hold and charge the
FolLowing batteries…

for charging
charging and
discharging batteries
separately
maintainers trained in
battery maintenance
and management
batteries charged
seven or fewer days
prior to mission
a budget for replacement batteries

• BB-388
• BB-2588
• BB-2800

• BB-2847
• MBITR

and charge us
more often in hot
environments!

Rechargeables,
like all batteries,
need to be stored
correctly, handled
safely and disposed
of properly.

if you’re using
them, you’re
charging them!

• BB-2590
• BB-516
• BB-326

Remember, stored
rechargeables will permanently
lose capacity, so charge them
at least every six months!

and they
should give
about three
years of life.

words to
live by!

Adapters
why aren’t you
charging that
baTtery?

we can’t connect
to each Other! y’gOt
any suggesTionS?

To make the PP-8498/U
battery chargers do their
job, you’ll need one of
these adapters to interface
between the charger and
the battery.

Adapter

NSN 5940-

For more info on
rechargeables, go to

http://battery.army.mil/

Ever
wondered
how
NSNs are
assigned,
what the
numbers
mean or
how they
work in
the supply
system?

J-6354/P

The PP-8498/U comes with
four adapters that hold
eight BB-2590 batteries.

773 52-53.indd 1-2

lawrence.r.valencourt.ctr@mail.mil

All About NSNs!

Battery

01-427-9278 BB-2847A/U
BB-516A/U,
J-6356/P 01-427-9183 BB-326
J-6357A/P 01-493-6388 BB-388A/U,
BB-2588/U
J-6521/P 01-467-8813 BB-2600A/U
J-6523A/P 01-492-7328 BB-557/U,
BB-2557/U
J-6587/P 01-493-6750 BB-2800/U
J-6588/P 01-493-6751 MBITR
J-6589/P 01-493-7622 AA
J-6769A/P 01-544-3476 CSEL

Or contact Lawrence Valencourt
at (443) 395-3820 or email:

The Defense Logistics Agency
assigns NSNs and has a handy guide
that covers NSNs from A-Z!
Federal supply
class (FSC)

National item
identification number (NIIN)

3210-01-138-5895
Country code of origin

G et
th e N S N
p r im er
a t:

PS 773

http://www.dla.mil/Portals/104/Documents/InformationOperations/
LogisticsInformationServices/Customer%20Outreach/Brochures/
J6_nsnspecsheet_160516.pdf
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Changes Made to FED LOG
on CD/DVD
it’s time
to mail me
ouT AGaiN!

SoRry, but without an
UpDated ADdreSs, I’m
AfraiD YoU’re CANceLled!

CanCELled?
How CoulD
this HAPpen
to Me!?

The Logistics Support
Activity (LOGSA) is
currently updating the
LIW FED LOG address
system for CD/DVD
mailing.

LOGSA recommends customers download
FED LOG through the Department of Defense
Electronic Mall (DOD EMALL). This provides

if you have an address
that hasn’t been updated
since 1 Jan 15, it was
cancelled effective
1 Nov 16.

https://dod.emall.dla.mil/

immediate access and saves the Army money.
To register for a DOD EMALL account and
subscribe to digital FED LOG, go to:

Need assistance?
Contact DOD EMALL’s Customer
Interaction Center at 1-8 77-3522255. Once your DOD EMALL FED
LOG subscription is created,
remember to delete your hard
copy subscription on LIW.

See the
details
on the
next
pages.

*** NOTE ***
CONUS National Guard users must use DOD EMALL to receive FED LOG.
However, contractors are not allowed access to DOD EMALL.
to continue receiving FED LOG
on CD/DVD, you must submit an
annual subscription request.
To submit the annual request,
delete your current subscription,
or update your mailing address,
follow these steps:

1. Request system access. If you don’t already
have a current LIW account, you must first
submit a System Access Request (SAR).
2. Go to the LOGSA homepage at:
Time for
https://www.logsa.army.mil/index.cfm
MY anNual
SubscRipTion
3. Under the LIW dropdown tab, select
reQuest!
LIW Portal.
4. Click on New User Registration.
5. The system defaults to the My Profile tab.
Ensure your personal information, work location, and approvers are updated/current.
Do this by selecting each tab and then the Edit button at the top right. Once each tab
is updated, select Submit to create your LIW account.
if you have problems submitting a

SAR, contact the LOGSA Service Desk
at 256-955-7716 or by email:

usarmy.redstone.logsa.mbx.help-desk@
mail.mil

Once you have LIW access, you can
create, update, delete, and view your
FED LOG subscription information:

1. Go to the LOGSA homepage at:
https://www.logsa.army.mil/index.cfm
2. Under the LIW dropdown tab, select
LIW Portal.
3. Select Login with CAC.
4. Once logged in, select the App Warehouse
icon. You may have to scroll down to
find it.

remember to SpelL me as
ONE WORD—FEDLOG— in the
kEywOrd SearCH BloCK!

6. To get a monthly subscription of FED LOG
disks, you must first request an account.
Click on Request New Account and fill out
the account form.

Wait! I’m not
s’posed to
gO to PrivAte
ResiDEnCes!

Note: Make sure to use your
organization/unit address only. Do not use
a home address to establish an account.
FED LOG cannot be mailed to a private
residence. Accounts with home addresses
found in the database will be deleted.
Click Submit Form and you will receive
a seven-digit account number. Keep this
handy. You’ll need it to view, update, or
delete your account. Allow 45 days to start
receiving the disks after establishing a
new account.

likE iT? it’S
YoUr seven-digit
ACcount NuMbEr!

7. To view, update, or delete an existing
subscription, you must have your sevendigit FED LOG account number. If you’ve
misplaced the account number, you can
find it on the mailing label of the FED LOG
CD/DVDs you receive.
8. In the Enter Account Number block, type in
the account number. Do not fill out any of
the other information blocks.
9. Click SUBMIT. The next screen will allow you to choose Update or Delete. Do not
establish or update accounts using a zero for the quantity. You must enter a quantity
of 1 or more. Click Submit and your account will be updated or deleted.
For help with issues on updating,
deleting, or viewing your FED LOG
subscription information, contact the
LOGSA Service Desk at 256-955-7 716…

HeLlO! LOGSA
serviCE deSK?
yeAh,
I neEd
soMe
HElP!

HeLlO, LOGSA
serviCE deSK.
How May We
heLp today?

5. In the Keyword Search box, type FEDLOG. You
will receive two options. On the FEDLOG ADDR
choice, select Go to Application.
…or email:

PS 773
773 56-57.indd 1-2

56

APR 17

PS 773

usarmy.redstone.logsa.mbx.help-desk@mail.mil

57
2/21/17 5:37 PM

PM Keeps Equipment
COMBAT READY!

BiG
MisSiOn
todaY,
Pal! yOu
ReaDY?

Before Operations
Yes I aM,
thanks tO
PMcS!

These checks and
services make sure your
equipment is good to
go before the mission
starts. This gives you
a chance to make sure
that any NMC faults
can be fixed before the
equipment is dispatched
or used.
Remember, PMCS is
conducted daily when
the equipment is being
operated for longer
than one day.

During Operations
These are checks
and services of your
equipment that you
make during the mission.
Preventive maintenance
checks and services
are a daily part of a
Soldier’s life.
At least they
should be!
because
combat
readiness
begins and
ends with

you,

the
operator!

Those preventive maintenance checks and
services (PMCS) are very important for
keeping your equipment ready for action and
safe to operate during your next mission.
To do them the right way, follow the TMs
closely and go in order. You may think you can
do them by memory, but chances are you’ll
miss something important!

Pay attention to all WARNiNG and CAUTiON
statements and make sure you have the most
current edition of the operator’s manual.

Your mission is to
perform the PMCS
checks in order to
find, correct, or
report problems.
So be sure you
know the standards
and understand the
different types of
PMCS…
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DURiNG OPERATiONS
PMCS.

Read your equipment’s -10 TM—the operator’s
manual—and familiarize yourself with PMCS
procedures and standards.

NMC faults are identified in the
right column of the PMCS tables.

PS 773

Checking vehicle gauges
as you drive and
checking tires and load
fasteners during stops
are examples of

58

BEFORE PMCS
makes sure equipment
is mission capable.

DURiNG PMCS
checks keep the
mission on track.

AFTER PMCS
helps detect faults or
damage that occurred
in the field.

APR 17

After Operations
Your mission might be
done, but you can’t
relax just yet. These
checks and services
detect any damage or
faults that might have
occurred in the field or
during operation.

AFTER OPERATiONS

PMCS makes sure
equipment is maintained
at the Army standards
outlined in AR 750-1.
Cleaning, inspecting,
and lubing your weapon
is an example of AFTER
OPERATiONS PMCS.
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Weekly
Some
Soldiers
think PMCS
doesn’t
have to be
done if the
equipment
isn’t being
used.

Regardless of
whether your
equipment has
been used,
weekly checks and
services must
be done to keep
your equipment
ready for action.

Wrong!

This is also the
perfect time to
run your equipment
for enough time to
fully charge the
batteries.

When doing your
weekly PMCS,
always perform
the BEFORE checks
first if you haven’t
operated the piece
of equipment in
a week.

Monthly
Again, these checks
and services should
be done each month…

APRIL
S

…regardless
of whether
your equipment
has seen action!

F
M Tu W Th

S

When you
conduct a
monthly,
don’t forget
to knock out
the required
Before and
Weekly checks
as required!

Any faults that can’t be
fixed on the spot should
be recorded on a DA Form
5988-E or DA Form 2404.

Any time a piece
of equipment is
dispatched, make
sure you do a PMCS
by the book first.

DA Form
5988-E

The key is to
remember that
equipment readiness
starts
with

DA Form
2404

you!

Correction of NMC faults
should begin immediately.

Performing a good
PMCS will ensure
your equipment is
ready for the next
mission.

For non-deadline faults,
the goal is to correct the
fault as soon as possible.

PS 773
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Supply Management…

thiS NEw
inVEntoRy
checkList
Sure MakeS

CoSIs

inspections
easiEr!

Taking good care of equipment and supplies in storage is an important responsibility. Not
only can it save the Army money by ensuring those items are in good condition when needed,
but it’s also a regulatory requirement.
To help with this effort, the Logistics Support Activity’s
Packaging, Storage, and Containerization Center (PSCC) has
developed a Care of Supplies in Storage (COSIS) PMCS inspection
worksheet. The worksheet is a standardized inspection tool
designed to help Soldiers, DA civilians, and contractors visually
inspect and identify improperly stored items, while also
preventing costly deterioration of Army assets. The non-technical,
reusable checklist can be used by supply support activities,
Logistics Readiness Centers, and other storage activities.
PSCC, along with support from CASCOM, the Army
Quartermaster School, and the life-cycle management commands
will include further guidance and instructions on the COSIS
inspection worksheet in a new TM scheduled for publication in
COSIS
FY17.
inspection
For a copy of the worksheet, or help with questions, contact
checklist
PSCC by email at: usarmy.tyad.usamc.mbx.pt@mail.mil
It’s also in the PS App Resources section.
DISTRIBUTION: To be distributed in accordance with the initial distribution number (IDN) 340312, requirements for the TB 43-PS-Series.

Lose
the rings,
watches
and tags…
…or risk
losing a
body part!

the message is clear on what NOT
to wear during maintenance!

