
Bradley Ramp and Rear Door Seal PM
An Easy Outline for Sergeant’s Time Training

(Note to Sergeants: Here’s an easy training outline you can follow any time your unit has a free 
minute. A problem & solution format is provided below, with visuals if you scroll down. Use this outline or 
add more info as you see fit. Make it yours & make it matter! –PS Magazine)

Problem:  Water can seep into the crew compartment during fording operations if the ramp and rear 
door seals are in bad condition.

Solution:  Make sure the seals are doing their job by checking them semi-annually:

 1. Open the ramp door and rub chalk on the inner edge of the ramp frame. Mark all the way 
around the frame where the seal seats.

 2. Close and latch the ramp door

 3. Open the ramp door and inspect the seal. If the entire seal is marked with chalk, the door is 
OK. Unmarked areas mean the seal needs to be replaced. Use NSN 5330-01-124-9314 to get a new 
one.

 4. Follow steps 1-3 for the ramp seal. Replace a bad ramp seal with NSN 5330-01-125-4269.
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Avoid Foot 
Soak with 
Seal PM

M2/M3-Series Bradleys…

Avoid Foot 
Soak with 
Seal PM

So if you 
want dry feet, 
you have to 
check the 
ramp and 
rear door 
seals semi-
annually.

Your 
Bradley can 
ford water 
up to 3 1/2 
feet deep.

I guess a little PM 
is a lot better than 
soaking-wet boots!

Never even 
thought about 

doing that.

it sure is! here’s 
how to check 

those seals…

it happened because 
you didn’t do preventive 
maintenance on the ramp 
and rear door seals!

oh, mAN! 
water came 
RigHT inSidE!

yeah, mY 
BoOts are 

sOAking wet!

hOw’d this 
hApPen!?



1. Open the ramp door and rub chalk 
on the inner edge of the door frame. 
Mark all the way around the frame 
where the seal seats.

3. Open the ramp 
door and inspect 
the seal. If the 
entire seal is 
marked with chalk, 
the door is OK. 
Unmarked spots 
mean the seal 
isn’t doing its job. 
Your mechanic will 
replace a bad door 
seal with NSN 5330-
01-124-9314.

4. Follow Steps 1-3 to check the ramp seal for leaks, too. 
Mechanics will use NSN 5330-01-125-4269 to replace a bad ramp seal.

2. Close and latch the ramp door.

Unmarked spots mean 
seal needs replacing

Keep your feet dry by 
keeping those seals in 

good shape!




